POLYGUARD FLOW 15P
PROTECTION / DRAINAGE BOARD
(REQUIRED WITH POLYGUARD 650 MEMBRANE)

POLYGUARD 650 OR PROTECTED
WALL MEMBRANE APPLIED
TO SUBSTRATE PREPARED WITH

650 LT LIQUID ADHESIVE, CALIFORNIA
SEALANT OR SHUR-TAC LIQUID ADHESIVE 7‘ ‘ ‘

POLYGUARD TOTAL FLOW
PERIMETER DRAINAGE
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POLYGUARD ASPHALTIC
PROTECTION BOARD

CONCRETE WALL

12" STRIP OF
POLYGUARD 650 OR SEAL
TAPE APPLIED TO CORNER

OVER PREPARED

|_—  SUBSTRATE

INTERIOR FLOOR
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CONCRETE SLAB

POLYGUARD

12" STRIP OF
650 MASTIC OR LM-95 POLYGUARD 650 OR SEAL
TAPE APPLIED TO CORNER OVER
PREPARED SUBSTRATE

WATERSTOP
(BY OTHERS)

3/4" MINIMUM FACE FILLET

OR CANT MADE WITH THE POLYGUARD

LM-95 LIQUID MEMBRANE

SECTION MEMBRANE @ FOOTER (WITH TOTAL FLOW)
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Polyguard Products, Inc.
PO.Box 755 - Ennis, TX 75119

Phone: 214-515-5000 Fax: 972-875-9425
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(NOT TO SCALE)

The information provided is based on data and knowledge considered to be true and accurate and is offered for the users'
consideration, investigation and verification, but we do not warrant the results to be obtained. Please read all data sheets,
statements, recommendations or suggestions in conjunction with our conditions of sale, which apply to all goods supplied by us.




